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PAINT PROT=CTION FILM

The Shogun X7 V2 is an 8mil invisible film sourced from high-grade thermoplastic polyurethane. The film specifications were selected to

accommodate those who require a film with the perfect combination of quality, affordability, and ease of installation. The X7 V2 is also

equipped with the latest self-healing and hydrophobic layers to ensure high scratch resistance and long term cleanliness.

High gloss levels — over 90 gloss units

Long lasting optical clarity.

Self — healing

Advanced anti-yellowing composition.
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Ease of installation.

High level of protections from swirls, micro marring.

Protection against stains, chemicals & pollutants.

Shogun Hard Top coat

Shogun TPU Protective Layer

Adhesive Layer

Release Liner Layer

SHOGUN X8 PLUS TECHNICAL SPECIFICATIONS

PHYSICAL PROPERTIES

Total thickness

TPU thickness (Protective, Hydro coat, Self Heal coat)
Adhesive Peeling Force in 24hrs
Self-Healing Coating

Tensile Strength

Anti Yellowing

QUV Weather Resistance
Elongation at break point
Aging Test

Gloss Reading

Hydrophobic Property

Tear Strength

8 mil

7 mil

6 Ib./in

15um

3650 Ibs/in?
AE<1.2

0.29

2350%

No significant change
> 90 GU @ 60°
R9-R10

110 Kn/m

CHEMICAL & STAIN RESISTANCE

Acid Resistance
Soap

Acetone

Vinegar

oil

Permanent Marker

Tea

Pass
Pass
Pass
Pass
Pass
Pass

Pass

IMPACT RESISTANCE

Stone Chip Resistance

Durometer Shore Hardness

Durability

WARRANTY

Pass SAE J400 Gravelometer Test

90A

5 Years

STORAGE CONDITIONS

e To be kept in a cool, dry and dust free place, in the original box packaging. So as to retain the shelf life.

o Shelf Temperatures = 25°C at relative humidity of 50%

WARRANTY

e Shogun X8 Plus PPF comes with a 5 year warranty against delamination, peeling, blistering, failure of adhesion, and other manufacturing defects.

e The Film’s lifespan depends on environmental exposure, maintenance, driving conditions, storage, and installation quality



